公斤，且操作半徑可達7公尺，裝設高度僅需2.5至3公尺左右，應有助於撿拾行李或旅客搬動行李轉台行李使用，未來於環境與經費許可下，或可考慮於桃園國際機場添購本項設備，供旅客或地勤公司使用。
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  氣動式撿拾旅客行李系統之一            氣動式撿拾旅客行李系統之二
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會場開幕
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會員報到(於報到處獨照)                  會員報到(於報到處合影)
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主辦城市官員代表及年會主席(以美國及加拿大機場為主)
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Keynote: Kahn Calls for Continued Deregulation
專題演講主講者
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ACI World Chair Jim Cherry, 2008 ACI-NA Chairman Randy Walker, ACI Associates Board Chair Susan Kurland and ACI World Business Partners Board Chair Catherine Mayer cut the ribbon Sunday evening opening the Exhibition Hall at the ACI World/North America Conference and Exhibition.
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開幕式致詞(主辦城市官員)                   大會主席團成員
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Dane County's Bradley Livingston (left) moderated a panel discussion on congestion management. The FAA was represented by Nancy LoBue while Edward Faberman, of the Air Carrier Association of America, participated on the panel.
壅擠管理之主講者 分組會議(Congestion Management)
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分組會議(氣候變遷與航空站Climate Change and Airports / 航空站正致力於降低環境之衝擊影響Airports Are Working to Reduce Environmental Impact)
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分組會議(如何量測機場經營績效The "How Does Your Airport Measure Up?" Panel / Measuring an Airport’s Performance)
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